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TECHNICAL NOTE D-975

LANDING- IMPACT-DISSIPATION SYSTEMS®

By Lloyd J. Fisher, Jr.
SUMMARY

Analytical and experimental investigations have been made to deter-
mine the landing-energy-dissipation characteristics for several types of
earth-landing-impact systems having application to reentry vehicles. The
areas of study are divided into three velocity regions: (1) those having
primarily vertical velocity, (2) those having both moderate horizontal and
moderate vertical veloeity, and (3) those having primarily horizontal veloc-
ity. The impact systems discussed are braking rockets, gas-filled bags,
frangible metal tubing, aluminum honeycomb, balsa wood, strain straps, and
both skid and skid-rocker landings on hard-surface runways and on water.

It appears feasible to evaluate landing-gear systems for reentry
vehicles by computational methods and free-body landing techniques with
dynamic models. There are several ways of dealing with the vertical
energy dissipation for an earth landing of such a vehicle. Some sys-
tems are more efficient than others, some package better than others,
and a variety of promising systems are under study. Horizontal energy
dissipation is simpler to deal with than vertical energy dissipation
gince translational friction is all that is involved; however, runout
behavior becomes a factor. Vertical velocity can also be a big factor
when high flight-path angles are associated with even moderate horizon-
tal velocities. High-speed landings are particularly & problem, espe-
cially high-speed water landings, and indications are that if large
horizontal velocities are involved 1n hard-surface landings, a selected
site will be required.

INTRODUCTION

The approach parameters for letdown systems having application to
reentry vehicles are found to divide the landing-energy-dissipation prob-
lem into three velocity regions. This paper is concerned with earth
lendings in these categories and, in particular, with soft landings
survivable by man. The areas of study are illustrated in figure 1.

The velocity regions are (1) those having primarily vertical velocity,

*This report was one of the papers presented at the NASA-Industry
Apollo Technical Conference, Washington, D.C., July 18-20, 1961.



(2) those having both moderate horizontal and moderate vertical veloc-
ity, and (3) those having primarily horizontal velocity. The prime
example of vertical velocity is the parachute letdown system. In its
simplest application the parachute system would have vertical veloclty
only but in the more likely operational case the parachute letdown i1s
complicated somewhat by the horizontal velccity that occurs with a
landing in a wind or with a guided chute. Provisions must therefore be
made for translation along the landing surface and for preventing dan-
gerous turnover. The second area of study applies to the large and
lightly loaded paraglider system which can have less vertical velocity
than the parachute (approaching zero), but must have horizontal veloc-
ity and thus a slide-out capability. The third area encompasses high
horizontal velocity as assoclated with conventional airplane landings
and includes the high 1ift todies, the winged space vehicles, and the
small and highly loaded paragliders. Vertical velocity is still a
design requirement but to much less a degree than in the first area.
Runout performance is the most critical problem in this category.

DISCUSSION

A short motion-picture film supplement illustrating the effects
discussed in this paper has been prepared and is available on loan.
A request card form and a description of the film will be found at
the back of this paper, on the page immediately preceding the abstract

page.

Vertical Velocity Landings

The landing-impact energy dissipation for the various configura-
tions depends on the vertical velocity V, of the vehicle at contact,

the stroke geometry of the system, and the usable energy of the dissi-
pation material. The case of parachute letdown with vertical velocity
only which lends itself to an analysis based on materials involved will
be considered first. For comparison, the forces are vertical; there
are no side forces. Figure 2 shows results from a weight study of
several such energy dissipation systems. The energy dissipators
investigated consist of braking rockets, gas-filled bags, frangible
metal tubing, aluminum honeycomb, and balsa wood. The weight was
determined by adding the dissipator weight and assumed dissipator
attachment weight, but the parachute weight was not included. All
these systems are familiar ones except perhaps the frangible tube.

This is a sy~’ :m for working metal to its ultimate strength and through
a large perce.. of its length. An example of a frangible-tube instal-
lation could be a hard aluminum-alloy tube attached to a vehicle and a
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die attached to a landing skid or foot. (See fig. 3.) The tube presses
over the dle during impact and fails in fragments as shown. Because of
structural considerations, the gas bags, frangible tube, honeycomb, and
balsa wood systems (fig. 2) are short-stroke devices and for low g
application (10g is used here) are most suitable at contact velocities
of the order of 20 to 40 feet per second. There is a practical limit

on usable stroke with these devices so the data were not extended to
higher speeds because of suspected buckling failure at the correspond-
ingly higher strokes required. The braking rocket, shown by the dashed
line, has completely different characteristics from the dissipators
described and is more suitable at longer strokes and higher speeds.

The data for the braking rocket are based on duration, thrust, and weight
of actual rockets and include the weight of both propellant and rocket
case. There is a .large difference weightwise between the several
systems, with the frangible tube, honeycomb, and balsa wood being the
lightest at the lower speeds but not suitable at the higher speeds
because of structural difficulties. The braking rocket is more suitable
at the higher speeds. The adaptability of the systems to attachment,
packaging, and environment must be considered when choosing a landing
gear. For example, the gas bag, even though somewhat heavy, is very
adaptable to packaglng, whereas some of the lighter weight systems are

bulky.

A photograph of a model of the L-2C vehicle having a frangible
tube system installed between the capsule and what could be the heat
shield is shown in figure 4. There are four tubular legs made of
2024-T3 gluminum alloy. A smibber cord is seen at the center of the
model. The tubes on an actual installation would be made retractable,
probably by pivoting. Figure 5 is a sequence photograph of a vertical
landing of this model in which velocity at contact simulates 30 feet
per second. The strut length was chosen so that about three-fourths
of the length of the tube would be used up in the experiment. The
fragments of the tube can be seen as they scatter.

An acceleration time history of this landing is shown in figure 6.
The peak at the beginning of the experimental curve (dashed line) is a
typical starting load which could be regulated by precrushing the end
of the frangible tube instead of using a squared-off tube as in this
case. The peak at the end of the curve is due to a combination of a
rate effect and the falling off of the stopping load below that
required for continued fragmentation. The computed curve (solid line)
is based on a force of 40 percent of the yield value of the material.
This average load i1s an arbitrary value dependent on the curvature of
the die used. The 4O-percent value is considered a good workable com-
promise between a die curvature that is too hard and one that is too
soft. The rectangular shape of the time-history curve indicates an
efficient use of stopping distance for the frangible-tube system.



Water landings are ancther very useful way of dissipating the
energy of a vertical letdown system. There are several NASA reports 4
available on the subject and, since the recommended shapes are well
known, they will not be discussed here. (See refs. 1 to 3.)

Moderate Horizontal and Vertical Velocity Landings

The problems of moderate horizontal velocity Vi due to a wind

during parachute letdown or in a landing of a large area paraglider
have been investigated with models of several reentry vehicles.
Vertical force can be dissipated in much the same way as previously
discussed. A landing skid or some such device is required for
horizontal translation, and horizontal force must be dissipated by
friction. ©Skid shapes investigated have been those of the heat shields
for the vehicles shown in figure 7. ©Shown here are vehicles having a
flat bottom or skid with a turned-up bow, a spheroidal-shaped skid, and
a longitudinal curved skid. Dymnamic model investigations have been
made with these vehicles with several energy dissipation systems.
Landings were made on a smooth hard surface, on sand, and on water.

The sand was not meant to represent any particular full-scale terrain
but was chosen to simulate a landing surface with penetration charac-
teristics between those of the smooth hard surface and water.
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The following sequence photographs (figs. 8 to 12) of dynamic
models illustrate the characteristic landing behavior for several
vehicles and systems at moderate horizontal speeds. The first sequence
(figs. 8 to 11) shows landings on hard-surface runways. Full-scale
speeds are given.

Figure 8 shows the model with frangible tubes for load alleviation.
Alinement links are used to take shear loads. The landing speed is
18 feet per second horizontal and 13 feet per second vertical.

Figure 9 shows a landing with a flat-bottom skid and multiple-air-
bag load alleviators. Landing speed is 60 feet per second horizontal
and 30 feet per second vertical. The bags are installed between the
capsule and the heat shield. Since air bags cannot take shear loads,
alinement links. are used and the bags are angled forward.

Figure 10 shows a sand landing of the vehicle with a longitudinally
curved bottom. Landing speed is 30 feet per second horizontal and
15 feet per second vertical.

Fig.re 11 illustrates a landing of the vehicle having a spheroidal- ‘
shaped bottom used as a skid-rocker whereby vertical energy is converted
into a rocking oscillation. Horizontal velocity is 80 feet per second.
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Vertical velocity is low. The oscillation is dissipated by a combina-
tion of friction force and aerodynamic damping and the curvature of the
bottom regulates acceleration. The relationships of the center-of-
gravity height to skid-rocker length determine whether the vehicle will
overturn.

Shapes and slzes such as are generally associated with the heat
shields of manned reentry vehicles will begin to skip from the water
surface at speeds of about 80 feet per second as shown in the next
sequence (fig. 12). Figure 12 shows that skipping was slight for the
vehicle with a spheroidal-shaped bottom. The vehicle with the longitudi-
nally curved bottom and the flat-bottomed vehicle made somewhat longer
skips.

There is nothing particularly wrong with skipping in itself but, if
the landing speed is very high, the conditions of subsequent impacts are
unpredictable.

Examples of the results obtained in investigations of the type just
described are given as follows. All values are full scale. Turnover
characteristics for skid-rocker landings of the L-2C type of vehicle at
horizontal velocities of 30 feet per second and 80 feet per second and
a vertical velocity of 10 feet per second are presented in figure 13.
Experimental model landings were made on a hard-surface runway at
friction coefficients of about 0.35 to 0.45. The open points indicate
stable landings and the closed points indicate turnover. Computed
limits of stability for friction coefficients Cy of 0.35 and 0.45 are

shown by the solid lines. An attitude range of about -40° to 15° is
satlsfactory for ratio of center-of-gravity height to base diameter of
0.2, for example. At a higher center-of-gravity location the attitude
range 1s reduced as indicated by the data points and limit lines. How-
ever, these are falrly reasonable attitude ranges. Acceleration in the
landings (not counting turnover) wes very low, about 3 or 4g. Landings
made on a softer surface such as sand or on a hard surface at a higher
friction coefficient would show narrower limits for stability and thus
would indicate that the rocker bottom concept is critical to friction
coefficient. The equations of motion show that turnover is independent
of change in horizontal velocity and this is substantiated by the model
test for the range of touchdown speeds investigated.

Figure 14 shows data for landings with multiple air bags on the
flat-bottom L-1 vehicle at a vertical velocity of 30 feet per second.
The shape of the acceleration-time-history curves indicates the charac-
teristic triangular pattern for the gas bag with a fairly low rate of
application of acceleration. The dashed lines show experimental data;
one curve is for zero horizontal velocity, and one for a horizontal
velocity of 30 feet per second. The difference in acceleration is due




to an interaction through the drag link and the angular setting of the
bags. A computed curve (solid line) for zero horizontal velocity shows
good agreement with experiment.

Horizontel Velocity Landings

The third category, encompassing high horizontal speed as obtained
with winged or lifting bodies, 1s primarily a condition of long runout;
and runout behavior is the most critical problem. In this category
special methods of load alleviation which are adaptable to the heat
requirement of space vehicles and which offer weight savings over con-
ventional wheel landing gear have been investigated.

The followling sequence photographs show some of the horizontal
landing concepts which were investigated. Figure 15 shows a landing
of a model of a winged reentry vehicle having an all-skid landing
gear incorporating strain-strap shock absorbers. Landing speed is
185 feet per second. Directional stability is very good with this
gear.

Figure 16(a) shows a skid-rocker landing at 150 feet per second for
a lenticular-shaped lifting body having deployable tail panels for
control and for flaring into a conventional piloted type of horizontal
landing. (See ref. 4.) Water landings with the lenticular vehicle,
however, presented greater problems than the hard-surface landings.
(See Tig. 16(b).) The model frequently made a second or third contact
in an uncontrolled condition. Ditching aids were not effective in
improving the water landings of this wvehicle; therefore, some considera-
tion was given to reducing the landing speed. Devices such as drogue
chutes or braking rockets might be suitable if adequate control could
be obtained. Figure l6(c) shows a water landing of the model at a hori-
zontal speed about one-half of the normal landing speed. Skipping was
appreciably reduced.

The water landing behavior at high speeds of the manned reentry
bodies 1s not greatly changed by using a different bottom shape. This
fact 1s illustrated in figure 17 with the flat-bottom L-1 vehicle at a
speed of 130 feet per second. The landing simulates approach conditions
resulting with a small highly loaded paraglider. Behavior was much the
same as that of the curved bottom vehicle; however, the flat-bottom
vehicle is susceptible to higher peak accelerations.

Shown in figure 18 is s sketch of the all-gkid gear investigated
on the winged vehicle. The gear lncorporates energy dissipators of the
strain-strap type in combination with landing skids. The strain strap
is a replacable element which fails by plastic ylelding and the skids
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move aft and up. There is no bounce with such a gear. Questions have
been raised concerning the landing runout stability of an all-skid gear
but it has been found that a properly designed gear is directionally
stable. In general, runout stability was satisfactory for landings at
angles of roll and yaw up to 10°, the maximum investigated. The fric-
tion coefficient for the nose skid was 0.25 and for the main skid was
0.5 in these investigations. The difference in friction force between
the front and rear skids is the major factor in the stability of the
gear.

The peak normal and angular accelerations for the strain-strap
energy dissipator on the winged vehicle are given in figure 19. The
accelerations are relatively low, approximately g normal and
10 radians/sec2 angular during landings at design sinking speeds of 4
to 12 feet per second. The data also show that the landing normal
loads are constant with sinking speed as expected and computed for the
strain-type energy dissipator as long as there 1s sufficient stroke.

Figure 20 shows acceleration time histories for & hard-surface
landing of the lenticular vehicle. The sketches illustrate the rocking
motion which converts the sinking speed energy into angular energy and
stops the fall of the center of gravity as the vehicle rocks through
0° attitude. A small tail-skid shock absorber eases the vehicle onto
the runway and very low acceleration occurs at initial contact. A maxi-
mum normal acceleration of ahout 5g occurs when the vehicle first rocks
through 0°. Maximum angular acceleration of about ¥18 radians/sec?
also occurs at this condition. The significant feature of this energy
dissipation system is that, since the bottom of the vehicle serves as
both a heat shield and as a skid rocker, only & small part of the
weight of the vehicle is directly chargeable to the landing gear.

CONCLUDING REMARKS

It appears feasible to evaluate landing-gear systems for reentry
vehicles by computational methods and free-body landing techniques
with dynamic models. There are several ways of dealing with the
vertical energy dissipation for an earth landing of such a vehicle.
Some systems are more efficlent than others, some package better than
others, and a variety of promising systems are under study. Horizontal
energy dissipation 1s simpler to deal with than vertical energy dissipa-
tion since translational friction is all that is involved; however, run-
out behavior becomes a factor. Vertical velocity can also be a big
factor when high flight-path angles are assoclated with even moderate
horizontal velocities. High-speed landings are particularly a problem,
especially high-speed water landings and indications are that, if large



horlzontal veloclties are involved in hard-surface landings, a selected
site will be required.

Langley Research Center,
National Aercnautics and Space Administration,
Langley Air Force Base, Va., July 19, 1961.
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FRANGIBLE-TU BE MODEL LANDING ON CONCRETE
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Figure 8
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L-2C MODEL LANDING ON HARD-SURFACE RUNWAY
V}, = 80 FPS, CENTER OF GRAVITY _ 0.2
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LENTICULAR MODEL LANDING ON HARD- SURFACE RUNWAY
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LENTICULAR MODEL LANDING ON WATER
Vy, = 135 FPS

L-1782

1-61-2102

Figure 16(b)



22

LENTICULAR MODEL LANDING ON WATER
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LANDING GEAR COMPONENTS
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A motion-picture film supplement is avallable on loan. Requests
will be filled in the order received. You will be notified of the
approximate date scheduled.

The film (16 mm, 4 min, color, silent) shows dynamic model landings *
employing various impact-dissipation systems suitable for earth landings
of reentry vehicles. .

Requests for the fllm should be addressed to the

National Aeronautics and Space Administration

Office of Technical Information and Educational Prcgrams
Technical Information Division (Code ETV)

Washington 25, D.C.

(Please send, on loan, copy of film supplement to NASA
fechnical Note D-975 (Film serial L-649).

|

|

[l
{Name of organization

L
,Street number

iCity and State

|
jAttention: Mr.

I
| Title




National Aeronautics and Space Administration

Office of Technical Informstion and Educational Programs
Technical Information Division (Code ETV)

Washington 25, D.C.

&



VSVN

("seanjonns ‘Z¢
uoIMQLIISIP VSYN 1BUIUI)

GL6-d NL VSVN I

e “p phorT ‘xeystg

‘T

uojBUIYSEM ‘ ySVN WOI) Iqeureiqo satdo)

*pasSSNOSIP puUE PajeIjSuUcwWap
aJE SwWe)SAS Juipue] BJUOZIIOY S]qISEI} SWOS ‘10
-0B] B S3WI003( JOIABYI( JNOUNI ‘I2A8MOY ‘pIATOAUT ST
ey} 1€ ST UOTJOLa} uoTjeisue) 3duls uorjedissip A31aua
1013104 UeY) Y)im jeap 03 xa1dwis st uorjedissip
£3asuo 1ejUOZIIOH
1EOTII8A 9Y) YIIm Burieap JO SAEm SNOLIBA ‘SWISAS
Sutpue]-yjaea Jo sad£) [€IIA3S I0] SOTISTIIOBIBYD
uoryedissip-£31aua-3urpue] ay) sUTWLISAP O} Ipew
u93q 9ArY suoIjed)saaur [ejuawrradxa pue [eoniiely

(5L6-d TLON TYDINHOHAL VSVN)

*6L'0¢ ‘ootad §1,0 “3senbag uo sigeleae ‘1ddns
wiyy ‘“dgg  "T96T I8quieds ‘ir ‘xaysig ‘r pAol]
"SINHLSAS NOLLVAISSId- LOVAWI-ONIANV T
"UOTJRIISTUTIUPY 90Bdg PUE SOTINEUOISY [BUOTIBN
GL6-d NL VSVN

‘pajuasatd axe uotrjedissip £31aua -

('seanjonnig ‘zg
[UOTINQIIISTP YSYN Terjrug)

GL6-C NI VSYN I
*xp “r pAolT ‘raysty I

VSVN

(-seanjonng ‘gg
[uoTNQLIISTP VSVN 1B1ITUL)

GL6-d NI VSVN 'II

sap “p phory ‘reysig

‘1

uoyBuIysTM ‘YSYN WOIJ 3[qeuTe}qo satdo)

*pasSSNOSIp puB pIjeIjsuowap
9JE SUI9ISAS Juipue] 1BJUOZIIOY IGISBI] SWIOG 10)
-0B] B $9W033( I0IABYIQ JNOUNI ‘IDA3MOY ‘PaA]oaul ST
7BY] [1B ST UOI}OIX] uorje|sued) adurs uoryedissip A3asus
18013194 URY) Y)im Teap 03 1ajdwls ST uoijedissip
£818us JRJUOZIIOY ‘pajuasaxd axe uonjedissip ASxsus
1eonI8A 9y} YIIA Jurjeap JO SABM SNOWIBA °'SWIISAS
Burpuel-yjaea jo sadf} 18I9A9S I0] SOTJSTINOBIEYD
uorjedissip-A3.13ua-3uipue] ayj sauUTWIIOP 03 dpewr
uaaq aAey suorjediyseaur [ejuswriadxe pue jeonjhleuy

(546-0 ALON TVOINHOIAL VSVYN)

‘gL 0¢ ‘oo1xd SLO “3senbax uo siqelrese “iddns
wqy ‘*dgg  T96T IOqUIaddQ  cxp ‘Isystd r pAolT
‘SWHLSAS NOLLVAISSIA-LOVAWI-ONIAONV T
‘UOTJRIISTUTWPY 92edS PUE SOTINRUOISY [EUOTIEN
GL6-A NL VSVN

VSVN

(rseanjonns ‘gZg
JUOTINQLIISTP YSVN Tenjtu])

SL6-A NI VSVN I
sap pphol ‘asysiy '

uo)BUySEM ‘ YSYN WOX} I[qEULEIqO SITI0)

*pasSSNISIp puE PajeIISUoWap

aJe swa)shs Suipue] 1BJUOZIIOY I(ISEI] dWOS *JI0)
-D®} B SOW003( JOTARYI(Q JNOUNI ‘I3A9MOY PIAJOAUT ST
1BY} [je ST UOTJOTI} UOTJB[SURI) 9UTS uofjedIssIp A3Isus
1E0T1I2A UBY] YA 1eap 03 xajdwis ST uotjedissip
£S1aus TejuoZLIOY ‘pojuasaid axe uoljedissip S3xeua
18OT3I9A 9} Y3t Burjesp JO SABM SNOLIRA °SWSISAS
Surpuej-yjaea Jo sadL) [eIsAas I0] SOTISLIIJOBIBYD
uorjedisstp-A813ua-3uIpue] 3y) SUTW.IIIAP 0} SpeW
u9aq asey suorzednsaaur [ejuswLIadxa pue [BOTIAlRUY

(546~ TLON TVOINHIHL VSVN)

‘gL°0¢ ‘oorad SLO “Isenbal uo siqelreae ‘1ddns
wiy ‘dgg °196T IdqWL03Q ‘Ip ‘ISYSTA ‘[ PAOITT
‘SINILSAS NOILVAISSIA-LOVANI-DONIAONVT
‘UOTJRIJSTUTWIPY 90BdS pPUE SOTINBUOIIY [BUOTIEN

SL6-d NIL VSVN

uojBurysem ‘ysyN WoJj J1qeureiqo sardo)

"PISSNISIP pUE PajeIjsuowap
a1k Swa)SAS Surpue] 1BJUOZIIOY IIGISBI} SWOG °I0)
-0®} B S3W003( IOTABYI(Q JNOUNI ‘IIAIMOY ‘PIATOAUT SI
Jey) j1e ST UOT3OLX] uorjeisuer) aours uoryedissip £81aus
1EO1II2A UBYY YIIM [Bap O} x9]dwis ST uoryedissip
A319ua 1BJUOZIIOH ‘pajudsaxd axe uoryedissip A3xdua
1913434 3y} Yirm Suriesap JO sAem SNOTIBA  ‘SWISAS
Burpuel-yjres Jo sad4) [eI8AaS I0] SOTISTIIIORIRYD
uonjedissip-4A81aua-3urpue] ayj JUIWLIIBP 03 IpBW
U93q 3AeY sUOTIB3TISAAUT [ejustitIadxa pue [ednjileuy

(SL6-Q ILON TYOINHOHL VSVN)

*gL'0¢ ‘eorxd g0 ‘i1s9nbarx uo sigejreae -jddns
wy ‘“dgz 1961 J9quddeq -Ip ‘xsysig °f pAol
‘SWHISAS NOILVJISSIA-LOVAWI-ONIAINV I
"UOTJEIJSTUTWIPY 2@2edS PUB SOTINEUOIIY TBUOTIEN

GL6-Q NI VSVN




